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KD-WP8 Keypad Controlled Presentation Solutions

KD-UFS42

KD-X40MRx

CAT5e/6
<40m @ 4K
<70m @ 2K

rear

PoE Network

KD-WP8

front

or

PoE Injector

AV Sources

2x HDMI

1x Display Port

1x VGA + L/R
Display or Projector

CEC Display Control
Power, AV Mute, Volume

Presentation Space / Classroom with Universal Format Switch

KD-BYOD4K
Optional add
for wireless

casting



KD-WP8 Keypad Controlled Presentation Solutions

Conference Room / Classroom with Wall Plate Plug-In

KD-PS42

KD-X40MRx

rear

PoE Network

KD-WP8

front

or

PoE Injector

AV Sources

3x HDMI

1x HDBaseT

or

KD-
X2x1WVTx

KD-
X2x1WDTx

Display or Projector

CAT5e/6
<40m @ 4K
<70m @ 2K

CEC Display Control
Power, AV Mute, Volume

Optional

KD-BYOD4K
Optional add
for wireless

casting



KD-WP8 Keypad Controlled Presentation Solutions

Hybrid Usage Room with Soft-Codec Enabling Systems

KD-UPS52U

KD-X100MRx

CAT5e/6
<100m @ 4K
<150m @ 2K

rear

PoE Network

KD-WP8

front

or

PoE Injector

AV Sources

2x HDMI

1x Display Port

1x USB-C

1x HDBaseT
Display or Projector

or

KD-
X4x1WUTx

KD-
X3x1WUTx

CEC Display Control
Power, AV Mute, Volume

Optional

KD-BYOD4K
Optional add
for wireless

casting



KD-WP8 Keypad Controlled Presentation Solutions

Training Room / Lecture Hall with Wall Plate Plug-In

KD-PS42

KD-X40MRx

rear

PoE Network

KD-WP8

front

or

PoE Injector

AV Sources

3x HDMI

1x HDBaseT

or

KD-
X2x1WVTx

KD-
X2x1WDTx

Display or Projector

Pre-Amp mode for optional
Distributed/Expanded Audio

KD-Amp220

1x Mic

CAT5e/6
<40m @ 4K
<70m @ 2K

Speakers

CEC Display Control
Power, AV Mute, Volume

Optional

KD-BYOD4K
Optional add
for wireless

casting



KD-WP8 Keypad Controlled Presentation Solutions

Training Room / Lecture Hall with Universal Format Switch

KD-X40MRx

rear

PoE Network

KD-WP8

front

or

PoE Injector

Display or Projector

KD-Amp220

1x Mic

KD-UFS42

AV Sources

2x HDMI

1x Display Port

1x VGA + L/R CAT5e/6
<40m @ 4K
<70m @ 2K

CEC Display Control
Power, AV Mute, Volume

Speakers
Pre-Amp mode for optional
Distributed/Expanded Audio

KD-BYOD4K
Optional add
for wireless

casting



KD-WP8 Keypad Controlled Presentation Solutions

Hybrid Training Room / Lecture Hall Soft-Codec Enabling System

KD-UPS52U

rear

PoE Network

KD-WP8

front

or

PoE Injector

Display or Projector

KD-Amp220

1x Mic

AV Sources
2x HDMI

1x Display Port

1x USB-C

1x HDBaseT

or

KD-
X4x1WUTx

KD-
X3x1WUTx

KD-X100MRx

CAT5e/6
<100m @ 4K
<150m @ 2K

CEC Display Control
Power, AV Mute, Volume

Speakers

Pre-Amp mode for optional
Distributed/Expanded Audio

Optional

KD-BYOD4K
Optional add
for wireless

casting



KD-WP8 Keypad Controlled Presentation Solutions

Hybrid Conference Room / Classroom Soft-Codec Enabling System

KD-UPS52U

rear

PoE Network

KD-WP8

front

or

PoE Injector

KD-AMP220

1x Mic

AV Sources

2x HDMI

1x Display Port

1x USB-C

1x HDBaseT

or

KD-
X4x1WUTx

KD-
X3x1WUTx

KD-X100MRx

CAT5e/6
<100m @ 4K
<150m @ 2K

Speakers

KD-
CAMUSB

CEC Display Control
Power, AV Mute, VolumePre-Amp mode for optional

Distributed/Expanded Audio

Optional

KD-BYOD4K
Optional add
for wireless

casting



KD-WP8 Keypad Controlled Presentation Solutions


